
Prefix Type Gals Ltrs Lbs Kg
ANZG 0700002 - 0700002 Underslung 78 295 1585 720
CRLG 1207545 - 1214375 Nosemount 124 469 1649 748
CRLG 1221899 - 1225298 Nosemount 124 469 1649 748
CRLG 5200554 - 5201519 Nosemount 125 473 1860 843
CSVS 1001416 - 1010491 Nosemount 124 469 1675 760
CSVS 1020015 - 1020349 Nosemount 124 469 1675 760
FSRG 1005617 - 1006444 Nosemount 124 469 1675 760
FSRG 0100266 - 0100298 Nosemount 124 469 1675 760
HLBG 1000000 - 1004644 Nosemount 125 473 1804 818
HLHG 8100003 - 8109346 Nosemount 124 469 1675 760
HLHG 8200002 - 8209490 Nosemount 125 473 1860 843
HLXG 7000000 - 7000999 Underslung 80 303 1450 658
HLXG 8000000 - 8004094 Nosemount 125 473 2050 931
ICSG 1025368 - 1025389 Nosemount 124 469 1675 760
IVLG 0100102 - 0100110 Nosemount 124 469 1649 748
LYGS 0000031 - 0000046 Underslung 78 295 1585 720
SZLG 2200125 - 2202004 Nosemount 124 469 1675 760
TAXG 5940246 - 5946840 Nosemount 125 473 2050 931

Please consider the weight of the fuel when calculating net weight. Fuel weight 
will vary depending on temperature and humidity but generally 7lbs per gallon 
or 0.8 kg per liter can be used.
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